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PANELIZED LINEAR 

Wood Ceilings & Walls 

SPECIAL ORDER CONFIGURATIONS

Contact CertainTeed Wood Ceilings and Walls Technical Sales for additional configuration options 
including linear array and visual patterns, material options, and plank and module alternative dimensions.

SPECIAL ORDER OPEN REVEAL OPTIONS

Obscured View of Plenum:
• Felt Reveal
• Kydex (Solid) Reveal
• Bugscreen Reveal

Plank Widths Up to 12"

Reveal Widths* Up to 1"

Panel Widths** Up to 2'

Panel Length Up to 10'

*Typical reveal width 3/4"

**Direct Mount typically 1';
Concealed Access typically 2'

SPECIAL ORDER SOLID WOODS AND FINISHES 
Simulated Finishes on Hemlock Clear Finish Texture Sawn

Simulated Beech
(WHMK)

Ash
(WAS0)

Texture Sawn Red Cedar
(WSC0)

Douglas Fir Mixed Grain
(WDM0)

Texture Sawn Hemlock
(WSH0)

Maple
(WMP0)

Texture Sawn Walnut
(WTW0)

Beech
(WBE0)

Douglas Fir Vertical 
Grain (WVD0)

White Maple
(WWM0)

Birch
(WBI0)

Hemlock Mixed Grain
(WHM0)

Red Oak
(WRO0)

Western Red Cedar 
(WRC0)

Cherry
(WCH0)

Hemlock Vertical 
Grain (WHV0)

Poplar
(WPL0)

White Oak
(WWO0)

Walnut
(WWN0)

Simulated Brown Cherry
(WHMH)

Simulated Maple
(WHMM)

Simulated Red Cherry
(WHMI)

Simulated Red Oak
(WHMJ)

Simulated Walnut
(WHML)

SPECIAL ORDER VENEERS AND FINISHES
Plain Slice Veneers Quartered, Rift, and Rotary Cut Veneers Bamboo Veneers

Plain Slice Anigre
(VPA0)

Plain Slice Mahogany
(VPM0)

Plain Slice Select
White Birch (VSB0)

Plain Slice White Oak
(VPO0)

Plain Slice Hickory
(VPH0)

Plain Slice Sapele
(VPS0)

Quartered White Ash
(VQA0)

Douglas Fir Vertical 
Grain (VVD0)

Quartered Eucalyptus
(VQE0)

Rift Cut Red Oak
(VRR0)

Quartered Cherry
(VQC0)

Wide Cane Bamboo 
Caramel (BWC0)

Rift Cut White Oak
(VRO0)

Wide Cane Bamboo 
Natural (BWN0)

Rotary Cut White 
Maple (VRM0)

Actual shades or grains may vary; request a sample for more accurate finish portrayal.
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INSTALLATION EXAMPLES

Panelized Linear Direct Attach

3" Splice Plate (C-101)

90° Perimeter Trim 
Bracket (C-116)

H.D. 15/16  
Main Runner

Field Miter Corners

90° Splice Plate 
(C-100)

Drywall Screws through Backer 
(Installer Supplied; 2 screws per backer 
per 1' module width and  
2' module length)

Panelized Linear C-Hanger

90° Splice Plate 
(C-100) C-Hanger  

(C-119) 90° Perimeter Trim 
Bracket (C-116)

Field Miter Corners
H.D. 15/16 Main Runner

CertainTeed SmartFit Yoke

Linear Fixture

Circular Cutout for Fixtures

Backer for Field Modification
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PHYSICAL DATA

MATERIAL 
Fire-retardant Particle Board 
or fire-retardant MDF; plywood backer 
(linear patterns only)

SURFACE FINISH 
Clear or tinted topcoat with 20% sheen

FIRE CLASS
Veneered Products:
Class A per ASTM E84/ULC S102
Flame Spread: 25 or less
Smoke Developed: 50 or less

Solid Wood Products:
Class C per ASTM E84/ULC S102
Flame Spread: 200 or less
Smoke Developed: 450 or less

SITE CONDITIONS 
Wood panels must be acclimatized for 
72 hours prior to installation. Maintain 
relative humidity between 25% and 55% 
and temperature between 50°F and 89°F 
(10°C and 32°C) for the life of the product.

Wood is a natural material with varying grain 
and color characteristics. Characteristics 
may vary from panel to panel.

SEISMIC RESTRAINT
See installation instructions for seismic area 
installation information.

WARRANTY
Full warranty information can be found at 
CertainTeed.com/ceilings.
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